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//Section 1: Includes
#include "node_config.h"

>

//Section 2: Local Variables
mcapi_priority_t mcapi_priority = MCAPI_MAX PRORITY;
mcapi_request_tT request;

mcapi_status_T mcapi_status = MCAPI_PENDING:
size © size = 0;
mcapi_timeout_t mcapi_timeout = MCAPI_INFINITE;
char status_message [MCAPI_MAX STATUS_MSG_LEN];
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//Section 3: Send message
mcapi_msg_send_i (endpoint [LOCAL_DOMAIN] [LOCAL_NODE][1], endpoinc[0][3][1],
(void*) status message, sizeof (status_message), mcapi_priority, srequest, &#{STATUS}):

if (#{STATUS} != MCAPI_SUCCESS){
princf("Erzor - mcapi_msg_send i: $s\n", mcapi_display_status (#{STATUS}, &#(STATUS_MSG})):
// Error handling

}

//Secrion 4: Tear
<

[@Includes [¥] Local Variables (V] Send message (V] Test [V] Wait

Section Placeholder Variable Type Replacement S

Send message #{BUFFER) char status_message (local)
Send message #PRIORITY} mcapi_priority_t meapi_priority (local) =
Send message #REQUEST} meapi_request t request (local)
| | send message #STATUS) meapi_status_t
Send message #{STATUS_MSG} char Iitat)
Test #STATUS) meapi_status_t
Test #SIZE) size t Specify later I
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